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IND560x Terminal
The intrinsically safe IND560x weighing terminal 
brings uncompromising power and versatility into 
Division 1, Zone 1 and Zone 21 classified areas. 
Choose from analog or digital weighing technologies 
and communicate via serial, Ethernet and a variety 
of PLC interfaces. Easily program the feature-rich 
IND560x or create custom software applications. 
Whatever the need, the IND560x is the perfect solu-
tion for hazardous area weighing.

Weigh intuitively
SmartTrac™ graphical display, 
operator prompting and one-
touch access to terminal features 
through softkeys, work to improve 
productivity and minimize errors.

Increase speed
The IND560x features an ultra-fast 
A/D conversion rate. With TraxDSP™ 
tunable digital filtering to suppress 
environmental effects on weighing 
accuracy, enjoy precise, repeatable 
measurements from milligrams to tons.

Connect easily
Fast PLC integration and network 
access into the hazardous area 
available via the ACM500  
communication module.

Uncompromised weighing 
in hazardous areas

Control process
Internal discrete I/O options 
establish direct control of 
automatic and semi-automatic 
processes fully within hazardous 
areas.

Zone 1/21, Division 1

IECEx



Features and benefits
•	Intrinsically safe design means no barriers or enclosures required when placing terminal in hazardous areas classi-

fied Zone 1, Zone 21 or Division 1
•	Mobile weighing available when harsh/analog enclosure model is used with the IND560x-PAB (Power Adapter 
Board) and available external NiMH battery pack

•	TraxEMT™ (Embedded Maintenance Technician) automatically logs critical system information to aid with stringent 
process validation requirements and compliance to regulatory controls. Built in diagnostic tests improve  
serviceability

•	ACM500 safe area communication module supports a variety of PLC interfaces along with Ethernet and serial ports, 
allowing for easy integration of the IND560x into facility networks and broader control systems

•	Reduce installation costs by utilizing the ACM200 communication module when only serial communication to the 
safe area is required

•	Communication hardware options include both current loop and fiber optics. Interface with legacy METTLER TOLEDO 
data converters is ensured, providing a clean migration path from legacy equipment

•	15 programmable softkeys help eliminate operation errors and increase productivity
•	Easily accessed memory tables store target and tare records, eliminating the need for external data storage and 

improving process efficiency
•	Programmable on-screen prompts guide operators consistently through complex operations, supporting facility SOPs 
and improving overall process quality

•	Operation and function similar to IND560, reducing need for training when operating both safe and hazardous area 
applications

•	Over/Under mode of operation is enhanced with graphical display and programmable I/O to clearly indicate transac-
tion status

•	Material Transfer mode supports latched target control I/O, making the IND560x an excellent hazardous area filling or 
dosing controller

•	Optional application software modules add enhanced features when required:

IND560x Terminal

−	Fill-560: Advanced filling and dosing −	Drive-560: Simple (In/Out) vehicle weighing
−	COM-560: Support for legacy communication protocols −	TaskExpert™: To create custom applications


